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Coast Pilot 9 21st  Ed 2003 Corrections 
 
Page 10-Paragraph 170, line 7; read: 
operating 24 hours a day. (See Internet website: 
http://www.weather.gov/) Marine services are also provided 
... 
 (Internet/04) 
 
Page 135-Paragraph 228, lines 7-9; read: 
extremity of the cape. Three pinnacle rocks, with least 
depths of 2.4 fathoms, 2.8 fathoms and 3.9 fathoms are S of 
the cape and located at: 59º44.7’N., 147º51.6’W., 
59º44.4’N., 147º51.6’W., and 59º44.3’N., 147º51.8’W., 
respectively. The cape should be given a berth of at least 
2.5... 
 (CL 1569/03) 
 
Page 135-Paragraph 229, line 3; read: 
and gravel bottom. Cape Cleare was subjected to 
extensive upheaval during the March 1964 earthquake. 
Shoaling and other scattered dangers exist in the area. 
Mariners should exercise extreme caution when 
navigating in depths under 10 fathoms or areas of 
uneven bottom. 
 (CL 1569/03) 
 
Page 173-Paragraph 661, lines 2-3; read: 
low and wooded. The entire island is surrounded by reefs 
and rocks extending to 0.1 mile along the south side and to 
0.5 mile to the northwest. A kelp bed extends from... 

(CL 1569/03) 
 

Page 177-Paragraph 718, line 4; read: 
the bay in 12 to 22 fathoms, sand and mud bottom of... 

(CL 1569/03) 
 

Page 181-Paragraph 775, lines 2-3; read: 
Light, are a group of small islets and jagged rocks, the 
highest rising to about 70 feet.  There are twelve principal 
islets, with a... 

(CL 1569/03) 
 
Page 214-Paragraph 1182, lines 8-13; read: 
September 2002-September 2003, the controlling depth in 
the entrance channel was 17 feet (20 feet at midchannel) to 
the beginning of the piers, thence 10 feet to the end of the 
project. 

(BPs 179234-35; BPs 181795-96) 
 
Page 216-Paragraph 1200, lines 14-17; read: 
The project depths in the entrance channel and basin are 8 
feet and 2 feet above MLLW, respectively. The channel is 
narrow and difficult... 

(CEM-Alaska/02; NOS 16661) 
 
Page 473-Paragraph 618, lines 10-12; read: 
above the mouth of Snake River. In June 2003, the 
controlling depth was 7.2 feet in the basin; thence 6.6 to 8 
feet in the basin with lesser... 

(BP 181401) 
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